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A E F G H I B3 O˝ L N M B1 B2 Kg Kg LxAxP cm

4:3

158 132 151 121 146 110 8 72 8,2 7,1 2,8 2,5 3,5 7 8 178x14x15
186 150 179 140 171 128 8 84 8,2 7,1 2,8 4 3,5 8 11 206x14x15
220 176 213 166 203 152 8 100 8,5 7,9 2,8 5 6,0 11 13 240x15x15
251 200 243 188 234 176 8 115 10 9 2,8 4,7 4,0 14 17 277x16x16

16:9
184 180 176 169 170 96 70 77 8,2 7,1 2,8 3 3,5 8 11 203x14x15
220 181 213 171 203 115 50 92 8,5 7,9 2,8 5 6,0 11 13 240x15x15
251 200 243 186 234 132 50 106 10 9 2,8 4,7 4,0 14 17 277x16x16

1:1
165 174 158 164 152 152 8 85 8,2 7,1 2,8 2,8 3,5 8 10 185x14x15
190 200 183 190 178 178 8 99 8,2 7,1 2,8 2,3 3,5 9 11 210x14x15
220 226 213 215 203 203 8 113 8,5 7,9 2,8 5 4,0 13 16 240x15x15

Standard formats 1.00:11.33:11.78:1

16:9 4:3 1:1

There had to be a manual spring-roller operated screen in the  
Adeo range. An aluminium structure with a light and compact style: 
top quality standard, like that of the screen, VisionTex, made of 
coated cotton, with a 3 cm spray-painted black edge, designed for 
optimal planarity. A guarantee of excellence, also confi rmed by the 
hard-wearing, adjustment-free, spring-operated mechanism.  Its 
elegant design is not spoiled by bulky anchoring devices: the wall 
or ceiling mount brackets disappear behind the screen after the 
installation. Depending on the type of format, different applications 
can be obtained, along with the greatest fl exibility: 4:3 and 1:1 
for professional installations in small- to medium-sized rooms, for 
companies and school-rooms, and 16:9 for home entertainment 
and Home Cinema contexts.


