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proSCreen CSr

proSCreen CSr

High
Contrast Datalux High

Power®

24

102

84
10

6

35

40

120º 1.0 100º 1.1 70º 1.5 60º 2.4

4:3

138 x 180 126 x 168 210 83" 1914 11 10200205 10200297 10200275 10200293 10200322

153 x 200 143 x 190 238 94" 2134 13 10200206 10200298 10200276 10200294 10200323

168 x 220 158 x 210 263 103" 2334 15 10200207 10200299 10200277 10200295 10200324
183 x 240 173 x 230 288 113" 2534 16 10200208 10200300 10200278 10200296 10200325

16:9

102 x 180 95 x 168 193 76" 1914 11 10200301 10200302 10200306 10200307 10200326
117 x 200 107 x 190 218 86" 2134 12 10200210 10200303 10200280 10200308 10200327

128 x 220 118 x 210 241 95" 2334 15 10200211 10200304 10200281 10200309 10200328
139 x 240 129 x 230 264 104" 2534 15 10200212 10200305 10200282 10200310 10200329

16:10

115 x 180 105 x 168 217 85" 1914 11 10200311 10200312 10200316 10200330
129 x 200 119 x 190 224 88" 2134 12 10200234 10200313 10200317 10200331

141 x 220 131 x 210 248 97" 2334 15 10200235 10200314 10200318 10200332
154 x 240 144 x 230 271 107" 2534 16 10200236 10200315 10200319 10200333

1:1

160 x 160 151 x 151 1714 10 10200200 10200270 10200290 10200334
180 x 180 173 x 173 1914 12 10200201 10200271 10200291 10200335

200 x 200 195 x 195 2134 14 10200202 10200272 10200292 10200336

220 x 220 215 x 215 2334 15 10200203 10200273 10200320 10200337

240 x 240 235 x 235 2534 17 10200204 10200274 10200321 10200338

High
Contrast

High 
  Power®

40º 2.4

Manual Wall and Ceiling Mounted ProjeCtion SCreenS

•	 High	quality	manual	projection	screen	with	the	reliable	Controlled	Screen	Return,		
available	with	various	aspect	ratios	and	screen	surfaces.

•	 	The	Projecta	Controlled	Screen	Return	(CSR)	allows	for	the	projection	screen	surface	to	
retract	gently	into	the	case	in	a	smooth	and	controlled	manner.

•	 The	ProScreen	CSR	is	available	with	the	CSR	spring	mechanism	up	to	a	width	of	240	cm.	

•	 The	screen	locks	into	place	at	13	cm	intervals	for	possible	height	adjustment.

•	 Easy	to	mount	on	a	wall	or	ceiling	thanks	to	the	Easy	Install	system.

•	 The	case	and	the	projection	screen	surface	can	be	made	to	exactly	the	right	size	and	the	
case	and	slat	bar	are	available	in	any	colour	for	optimal	integration	into	any	interior.

Smooth retraction 
with CSR

High quality manual 
projection screen

Easy Install with 
plastic mounting 
brackets

Triangular slat bar

For technical information see our Specification Data Sheets at www.projectascreens.com.
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Screen	Surfaces
Matte	White High	Contrast Datalux High	Power® HCHP®

H	x	W	cm H	x	W	cm cm inches mm kg Prod.	Code Prod.	Code Prod.	Code Prod.	Code Prod.	Code


